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Water Treatment
(!

PERFORMANCES TEST HAS BEEN DONE AT AMBIENT TEMPERATURE, WITH WATER, AT 1,5 mt SUCTION HEIGHT

FLOW RATE | PRESSURES | CC/IMP. | CONNECTIONS | STROKES/MIN. DIMENSIONS PROTECTION WEIGHT ABSORPTION POWER
5 I/h 8 bar 0.52 4x6 160 190,5 x 92 x 135,5 IP65 1,5 Kg 12w 110-230 Vac
3 I/h 10 bar 0.31 4x6 160 190,5 x 92 x 135,5 IP65 1,5 Kg 12 W 110-230 Vac
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Opaque hose for connecting the pump’s outlet to the
injection point

Transparent hose for suction and for connecting the
bleeding valve up for manual priming

Injection fitting

Hose connection kit

Bottom filter

Wall mounting bracket

Anchors for securing the pump to the wall

Screw protection caps

Instructions Manual
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AC.SL

&

= Floating level
probe with bipolar
cable (2 mt) with
support

AC.VS

= Back-pressure valve up to
10 bar
= PTFE diaphragm

AC.VIE

= Extractable injection valve
PVC ¥2" g.m. IN - %" g.m.
ouT

/¥

= Extractable injection valve
with ball valve PVC %" g.m.
IN - %" g.m.OUT

PRIMING AID

sCapacity: 300 ml

= PVC body

= FPM seals

= Connedions: 4x8mm —8x12mm

AC.S5T

AC.VM PVDF

=

& Horizontal base
mounting bracket

o

» Multifuction valve, antisyphon,
backpressure, safety

= PVDF body, PTFEmembrane

= Adjustable Pressure 0=5 bars Relief
Pressure 0<18 bar
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